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ALTICO SERVICE BULLETIN

#ASB 060700
DATE: 07 JUN 00
SUBJECT: STIFFENER IN TOP FLAP OF DOLPHIN MAIN CONTAINER

STATUS: MANDATORY: Inspection of all DOLPHIN harness/container
systems manufactured prior to February 2000.

MANDATORY: Update if subject condition found.

RECOMMENDED: Update all DOLPHIN'’s to prevent occurrence
of subject condition.

IDENTIFICATION:
All DOLPHIN harness/container systems manufactured prior to February 2000

BACKGROUND:
On the underside of the top flap of the main container, the corners of an

unreinforced stiffener may wear through the fabric covering, Although this
condition may easily escape notice during normal repacking, the exposed corner
can catch a suspension line, producing a horseshoe malfunction. One such
incident was reported in December of 1999, with the reserve fortunately
deploying through the malfunctioned main which remained caught by a
suspension line after a cutaway had been attempted. In May 2000 a report was
received that a rigger had noticed this condition during a routine
inspection/repack, and the exposed corner was covered prior to the next jump.

In January 2000, Altico changed the design of the top flap, adding a reinforcing
tape to the underside of the main top flap which greatly reduces the possibility of
stiffener “wear-through”.

BULLETIN: . '
Before Next Jump: Inspect any DOLPHIN system manufactured prior to

February 2000. Determine if reinforcing tape is present. If not present,
determine if the stiffener has worn through at points indicated in FIG. 1 of the
following diagrams. If a corner of the stiffener is exposed, it is MANDATORY that
this condition be corrected before the next jump. This repair/update may be
performed by a suitably qualified rigger according to the instructions which follow,

or by Altico.

It is recommended that any DOLPHIN be updated in this manner to prevent the
occurrence of stiffener wear-through. It is not critical if the fabric shows no wear,
but the comers of the stiffener should be inspected before every main repack.






